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Phase I and Phase II 
Instructor Pilot Upgrade Guide 

1. Instructor pilot upgrading will be accomplished lAW the TAC syllabus. 

2. This guide will be used to insure continuity and coverage of all 
elements necessary to effectively instruct • 

3. Flights may be conducted prior to eompletion of all ground trainir~ 
items. However, ground training pertinate to that flight should be 
complete. 

4. Ground training items listed on the guide will be initialed by the 
instructor when completed. 

5. Ground and airborne items will be initialed by the instructor when 
the instructor to be is proficient. 

6. In addition to initiating the guide, standard grade slips will be 
completed for each flight. 
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1. GROUND TNG (Briefings & "Study) 

a. 
b. 
c. 
d. 
e. 
f. 

g. 

h. 
1. 
j. 
k. 
1. 
m. 
n. 
o. 

Instructor upgrade syllabus requirements 
FTD 
Instrument School 
Instructor Course 
NQ.F (written exam) 
Local Area Familiarizations 
(1) LZ's 
(2) DZ's 
(3) Flare Nission 
(4) VFR arrival & dept 
(5) IFR arrival & dept 
(6) common areas used 
(7) Rectricted areas used 
(8) Regulations 
(9) Questionare 

(10) Communications 
Scheduling & operation sec 
(1) TAC 175 
(2) Scheduling Procedures 
Practice Briefings 
Grade Folders 
Flying Safety 
Use of the checklists, briefing guides & tng aids 
Instrument and clearance procedures 
Phase I tng manual, mission outlines 
Phase II tng manual, mission outlines 
T.O.L.D. card 
WT & Balance 

initial when complete 

a ____ _ 
b, ____ _ 
c ____ _ 
d ____ _ 
e ____ _ 

f 
(1)­
(2)-_---
(3)_, __ _ 
(4) ___ _ 

(5) 
(6)_-__ _ 
(7)_, ___ _ 
(8) ___ _ 
(9) 
(10)~----

(l~---
(2) ___ _ 

h ___ _ 

i ___ _ 

j----k, ____ _ 
1_, ___ _ 
m, ____ _ 
n_, ____ _ 
0 ____ _ 

p. 
q. 
r. 
s. 

Egress tng &. use of fire extinguishers & survival equip 
Preflight 

p,---­
q-----r ____ _ 

t. 
u. 
v. 

Blindfold cockpit check 
Acft Systems 
Publications & fIt kits 
:om 781 

2. GROUND OPERATION 

a. mission briefing 
b. TOLD card 
c. flight clearance 
d. 11ft & balance 
e. Form 70 
f. visual inspection 
g. crew briefing 

s ____ _ 
t, ___ _ 
u ____ _ 
v ____ _ 

initial when proficient 

a, ____ _ 
b, ____ _ 
c ____ _ 
d, ____ _ 
e: ____ _ 
f_, ___ _ 

g;----
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initial when proficient 

h. passenger briefing h_ 
10 ~!mergency equip:nent i 
j. personal equipment j 
k. use of checklist k 
L Eng start and warm up 1 
m. 'rAX: procedures m 
n. run-up n_ 
o. ,jet start 0 

p. ~!mergency procedures P 
q. post flight ~ 
r. shut down r 
s. Forms 6 

(1) at acft (1)-
(2) in ops (2) 

to backing of aircraft t 
u. radio procedures u 
Vo ~~gress tng v 

3. Phas~! I 

AIRBORNE OPERATION 

a. 'rake offs a 
(1) >lith jets idling (1) 
(2) normal (2) 
(3) minimum run (3 ) 
(4) assault (4) 
(5) crosswind (5) 

b. 'rouch and go landings b -c. Normal go-a rounds c 
d. Landings d 

(1) no flap' (1)-

(2) T .0. flap (2) 
(3) normal (3 ) 
(2,) full flap (4) 
I: 5;- obstical clearance (5) 
(6) cross>:ind (6) 

e. AOF e 
f. VOR f 
g. rACAN g 
h. ItS h 



initial when proficient 

10 GCA i 
j. TACAN PT to PT navigation j 
k. a.teep turns k 
1. vertigo tng 1 
m. emergency procedures m 
n. Eng out landings n 
o. Eng out go-arounds 0 

p. radio procedures p 

4. Phase II 

a. formation a 
(1) V's (1) 
(2) trail (2) 

b. drops b 
(1) bundle (1) 
(2) troop (2) 

c. pilotage c 
d. assaults d 

(1) day (1) 
(2) night (2) 

e. speed offload e 
f. radio procedures f 
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s];CTION H - AERIAL SPR;,Y hISSIONS 

a. Aeris,l spray operations normal1y will be conducted at an altit,ude of 15C 

feet above the foliage for defoliation or 150 feet above the ground for im;ecticjj~ 

missions. ' Air speed normally will be 130 KIAS. 

b. Weilther Linitations. During combat operations, pilots will comply with 

Major CO!lUll!<nd directives. However, l'eiliHgs and visibility in the target are" "ust 

be good enough to allow continous visual conthct ,-lith the ground and to allew 
, 

fighter cover, it necessary, to operate effectively. 

c. Aerial spray operatior,s may be conducted bJ' a single aircl'",ft over ;'·,sCU!e 

t.errain. Tactical operations in a hGstile environment will be conducted in forrr ... tl()!lzc 

of no less than two aircraft. FOI'l'l&tion:; of three to four aircra.ft are 09t.:lr:n .. m. 

Larger format:ions may be flown, but sevel'). (drcraft is the maximum for a 

singl,e formation. 

d. Flight close to the ground requires that each crew, member be well qualifi(!v 

ill his airiJraft (lnd extremely alert. for emergencies. In multi-.!Ogine air,'~'!,ft, it 

ill imperative that crew duties be defined and each crew member be aware of his 

responsibilities. 

e. On Tar~et Responsibilities: 

1. The pilots primary responsibIlity is to insure that his aircr<Ji't is :U; 

the proper place at the corr" ct flltitude and has sufficient maneuvering room, '1iG 

major concern 1s ",?utside the airplane". During the run over the tar8et, the Fll~t 

will handle all radio calls betwc en aircraft. He will also handle the :Ul Lel'phc),,, 

comm1.l."licationfl with the flight mechanic" Communications will be held to a miniJ:lum 

while on targ~'t. 
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2. 'rhe copilots pr:lmar,y responsibilities are the engines. airspeed, and 
I 

emergencies; however, he must cross check the terrain and/or formation spacing in 

order toant:Lcipate necessar,y power changes. He will handle all emergency pr/1);" 

cedures arnt !Shut down failing engines on the pilot's command. He will notify the 

pilot if the IASfalls below 120 knots or if a dangerous situation is deiteloping. 

His px-:\mary concern is "inside the airplane"; however, he must be prepared to 

aSS1.DIle contr()l of the aircraft at all t:imes. 

3. The navigators primar,y responsibility is to direct the aircraft to the 

target. He will insure that the spray is dispensed only on the target and will 

remain within the target area. He will also assist the pilots during any emergency. 

His. attention will be directed "outside the aircraft" with a cross check of the 

spra, and general condition of the aircraft. 

4. The flight mechanic is responsible for the operation of the spra, 

~stem. He is also responsible for dumping the spra, load under conditions estab­

lished. b.Y the pilot. He will monitor as much of the airc~t and engines as possible 

and report arv malfunctions. 

5-57~ Target Areas. Most targets fall into one of three general types; Flat terrain, 

lines of coml~u~nication •• and mountainous terrain. Each type mission calls for different 

techniques .and :planning. A general description of the various types follows~ 

a. Flat Terrain. Flat targets should generally be run along the longest axis 

ot the area being worked. The area should be worked into the wind using either 

racetrack spra, pattern (fig 2-1) or an alternating course spray pattern (fig 2-3). 

b. Lines of Communication. This type target includes roads, rivers, canals, 

and railroads. Target boundaries are usually easy to identify and the terrain is 

,ener~ flat. The basic rules of flat land spacing apply to these targets. 
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However. since more on-target turns are required, lateral spacing must be decreased 

during turns to insure tull coverage. Normally. turns requiring more than 30 degreell 

of bank sh~ld be broken off and the run picked up on a new heading. 

c. Houn'~ain Terrain. These targets are the most difficult and dangerous. 

Planning mus'~ be thorough to insure that each pilot is aware of terrain features 

ao:! escape routes. Most targets in mountain terra.in will require the same lateral 

spacing as over flat terrain. However, when working very small individual targets 
, 

in rough terrain. the lateral spacing may be increased enough to allow wingmen to 

pick thetr'own targets. Longitudinal spacing will be great enough to give all air-

c.ra1't manuevering room am to allow lead to manuever in all¥ wq required. When 

working mountainous terrain. the following guidelines should be observed: 

(1) Always work down hill. F'or planning purposes, UC-123's can spray 

terrain which rises at 500 feet per minute at 130 KIAS. If an engine is lost, this 

climb cannot be maintained. 

(2) Stack the formation down hill. Lead should fly on the higher terrain 

to prevent "lIqueezing" the wingmen between lead and the valley wall. Thill will 

also provide the best visual references for the wingmen. 

(3) All¥time lead must go to METO or tull power or perform any maximum 

maneuver, 'he should alert his wingman over the radio. 

(4) Every member of the flight must have the emergency route out of the 

target fixed in hi$ mind. Generally this route will be down. am out the valley. 

5-58. Aircrew Procedures: 

a. Preflight. The aircraft cormnander is responsible for insuring that the 

preflight inspection of the spray equipment has been accomplished IAW T.O. lC-123B 

b. Before takeoff crew Qriefing. In addition to the normal before takeoff 

crew briefing, the pilot will establish the procedure for dumping the spray load 



------------_.,.,----
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dl.lr:lng am immediately after takeoff'. 

c. Pre-descent checklist. Prior to accomplishing this checklist, complete 

the Pl'lI-tar8et briefing. This checklist is required for tactical miss:!.ons and 

normallJ will be accomplished at the 5 minute warning. 

4 

1. Radar altimeter on - P 

The radar altimeter should be turned on enroute to target and checked 

on at this time. 

2. Oil Temp auto - CP 
o 

.3. Mixtl.lres rich - CP 

4. Stall Warning Test on - P 

5. Warning Horn Oircuit Breaker pulled - NAv/FMlop 

6. Exterior am Interior Lights as required - OJ> 

All exterior and interior lights will be turned off, Warning 

lights will be bright. 

7. Prop Oil Replenish Switches on - OP 

8; Secondary Bus monitor - OP 

9. Radios and Nav Aids as required - OP 

10. Navigators Seat stowed - FM 

11. Shoulder Harness locked - ALL 

Pilots should insure that they can reach all necessary controls 

such as feathering buttons, dump handles, etc., with their 

shoulder harness locked. 

12. Windows open - plop 

13. Visors down - ALL 

14. Spray P\DIIP Engine idled· FM 

15. Troop Door as required - FM 

-----------_._-.. _----



d. Pre-Spr~ Checklist. This checklist will be accomplished after the 

Pre-descent Checklist, prior to reaching the spray on point. 

1; Boost Pumps high - CP 

2. Propellers 2600 RPM - CP 

Propellers may be left at c~lise RPM or 2400 RPM during descent 

if desired. '!hey will be set to 2600 RPM on the pilots cOlllllland. 

During non-tactical operations, if the target permits, the spray 

run may be made at 2400 RPM to reduce engine wear. 

3. Master Spr~ Switch on - P 

Check pilots spr~ switch off, FM's spray switch in pilot position 

prior to turning master spr~ switch on. 

4. Cowl Flaps takeoff - CP 

Cowl flaps may be left in the cruise setting or closed during 

descent if necessary. They will be positioned to takeoff prior 

to spr~ing on. During non-tactical operations, they may be set 

as required while spr~ing. 

5. Spr8iY Pressure up - FM 

Crew members will assume on target responsibilities after completion 

of this checklist. Tkis changeover in responsibilities will be 

announced by the aircraft commander. 

e. After Spray-Climb Checklist. This checklist will be accomplished after 

passing 2500 feet absolute altitude. 
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1. Spray Switches 

2. Boost PUlllPS 

3. Prop replenish Switches 

4. C Secondary Bus 

5. Temperatures & Pressures 

off - PjFJli 

low - CP 

off - CP 

normal - CP 

checked - p/cp 



6. Circuit Breakers an:! Warning 
Horn Circuit Breaker 

7. Exterior and Interior Lights 

8. Radios and Nav Aids 

9. *ngines & Cargo Compartment 

------.~,---.-

checked & - NAV/FM/CP 
reset 

set - CP 

as required - CP 

checked - FM 

Normal crew responsibilities will be assumed upon completion of 

this checklist. 

f. Rapid Turn Around. During minimum ground time reloading operations, 

the "Quick Loading Procedures" in T .0. lC-123B(I)-1 will be used. Eng:ines may be 

left running while the spr~ tank is refilled. 

5-59. WR Formation Procedures: 

a. Takeoff and Climb. 'The lead aircraft will line up and takeoff on the 

downwind side of the runway. Following aircraft will line up on alternate sides, 

maintaining nose-to-tail separation. Normal takeoff interval is 15 seconds. The 

lead aircraft will maintain runw~ heading for one minute plus the takeoff interval 

for each following aircraft. Normal climb formation will be approximately 1000 

feet in trail, METO power, 125 KIAS. 

b. Enroute. Enroute to the target and, it necessary,during anY orbiting. 

the formation will be 1000 feet in trail, stacked above the wake turbulence of "!he 

preceedingaircraft. When there is a long flight to the target area, this speaing 

may be increased for ease of flying. The formation will be closed up on leads 

command, approaching the target. Airspeed will be 140 KIAS unless leaning is 

required. If it is, lead will brief his power setting and indicated airspeed. 

it flying under an overcast prevents stacking up, the formation may be flown 1000 

feet in trail, level, with the number two aircraft to the right of leads prop wash, 

number .. thr.ee on the left, and following aircraft alternating sides. This formation 

is not a8 maneuverable as the one stacked up. If orbiting is necessary, the lead 
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aircraft should fl,y a racetrack pattern using 20-25 degrees of bank in the turns, 
c. Descent. The lead pilot will give a five minutw warning before the descent. 

At this tinte, the wingmen will assume target spacing. They will maintain trail 
position .until l~ calls for echelon formation. Proper longitudinal spacing will 
be acquired before the descent begins. 

1. 'rhe actual d68cent to any target will be determined by the lead crew, 
conBidertng the nature of the particular target, The descent should be planned 
to arrive over the spray on point at spray altitude and airspeed. Lead normully 
should descent at 2400 RPM and 25" MAP at 150 KIAS, Lead will call "starting 
down - now" IIJl<1 the wingmen will make an approximate power reduction at that time. 
Meximum rate descents, using :!db power, 2600 RPM :and up to 190 KlAS, may be :I!lade 
when necessary. Wingmen should use their propeller control levers for power 

control, leaving the throttles in idle. It must be underAtoed that this is a maximum 
performance maneuver and imposes a great deal of stress on the aircraft, particu~l,y 

the engines. 

2. After the descent, while approaching the target, the lead aircraft may 
have to maintain 200 to 300 feet absolute altitude, for navigation·purposes. Wingmen 
at this time, should maintain their lateral and longitudinal position but should be 

at minimum safet altitude to avoid possible ground fire, 

d. Target Area: 

1. The normal target formation is echelon into the wind, Lateral spacing 
will be Buff:!.cient to insure target coverage and utilize maximum swath width. It 
must be decreased during turns while spraying. Longitudinal spacing will be as 

briefed and will depend on these factors: 

a. Amount of resistance expected 

b. Amount of maneuvering which will be required during the run 

c. Types of terrain to be covered 
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2. It heavy en~ resisteance is expected, longitudinal spacing should 

be minimal. Spr~ run turns and mountainous terrain will require increased 

spacing. ,On a small target, using an alternating course spray pattern (fig 2-3), 

spacing in&y be increased so that lea,:d can reverse his course and line up for his 

next run before the last aircraft in the formation has finished his first pass. 

The lead pilc)t of the formation will decide on the longitudipal spacing to be used. 

"V" formatiOII should be flown on some targets, to reduce the longitudinal size of 

the formation and to increase maneuverability. 

3. When a "V" formation is used on a very winding target, it should be 

flown as a staggered V. This formation is similar to the level trail described 

in 5-59, a, 2. The wingmen stagger their spacing. Example: Number two aircraft 

flys on lead's right wing, 1000 feet behind lead. Number three aircraft flys on 

lead's left Wing, 2000 feet behind lead. This formation is more maneuverable than 

a normal V in which the wingmen are equidistant behind lead; however, it is more 

difficult to :rly and is not recommended for formations of over'three aircraft. 

4. Due to the many possiblecharacterist1cs of individual targets, no 

JD&nual can pr"scribe explicit formation target tactics. The lead pilot of the 

formation must make the final decision as to how the target may best be run. 

He must also :Lnsure that each pilot in the formation knows the tactics to be used 

on each target. 

e. After Spray Climb. As each aircraft in formation sprays out, he will 

advise lead, descend to minimum safe altitude, and maintain formation position. 

On some targeh, the wingmen should spr~ off, climb, and cross the formation 

to allow another aircrat to fill in. If this is to be done, the lead pilot will 

brief the procedure before takeoff. When half or more of he aircraft have spr~ed 

out, lead will. call for spr~ off, power as required, depending on his assessment 

of tile situatton. All aircraft will spr~ off and descent to minimum safe altitude. 
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Lead will call starting climb and the direction of turn. U: a turn is to be 

made intQ the echelon, each Wingman should dela¥ his climb slightly, cross under 

al'Ji climb on the outside of the turn. A positive pull up will be made by all. 

aircraft. Airspeed will be allowed to bleed off until the speed control needle 

centers. Climb will be made with the needle centered until reaching an altitude 

Qf 2500 feet absolute. At 'this time, all aircraft will accelerate to 125 KIAS~ 

power will be set to METO and maintained to cruise altitude. 

f. &route to Base. Forma tion While returing to base will be either 1000 

feet in trail as described under enroute formation or close wing formation. ~ing 

formation will br flown level, with nose-to-tail and wingtip-to-wingtip clearance 

in echelon or V. Wing formation will not be flown unless the spray tanks in all 

aircraft are less than one-quarter full. 

g. Traffic Pattern. One of three traffic patterns may be flown: 

1. 360 Degree ,Overhead. .Initial will be flown in echelon at 1500 feet 

absolute altitude, local conditions permitting. The Before .Landing Checklist will 

be canpleted up to landing gear down. 1000 feet short of the desired touchdown 

point, lead will roll into a 45 to 60 degree bank away frOll\ the echelon. Following 

aircraft will pitch out at 3 second intervals. After 180 degree of turn, lead 

will roll wings level momentarily, lower his landing gear, reduce power, lower 

takeoff flaps and immediately roll into the final turn. airspeed on final will 

be 1l0K.. Lead will land on the downwind side of the runway with the succeeding 

/!.ircraft taking alternate sides. Touchdown interval between aircraft will be a 

minimum of 20 seconds. 

2. Downwind Recovery. Aircraft will enter downwind in 1000 feet trail 

at 13Q,KIAS. Landing interval spacing will be adjusted in the turn to base. 

Final will be flown at 110 KlAS with takeoff flaps. 

9 



~----"------- --_.,.,----

3. Nornal Recovery. The formation will break up into individual aircraft 

prior to entering the traffic pattern. Spacing for normal downwind' traffic will 

be assumed before entering the pattern. This recovery should be used with a full 

load of spray aboard. 

h. Special considerations for Large Formations. Formations of up to seven (7) 

aircraft may be flown provided the following guides are abserved: 

1. Enroute trail formation will be flown with 500 feet between ail'craH, 

2. Target fonnation will be assumed prior to descent, preferabJ.y whiJ,.e on 

the spraY' heading. 

3. On target turns will be held to a minimum. 

4. Longitudinal spacing on target will be no more than 1000 feet, 

5. If a turn is required to exit.the target, the echelon en the inside 

of the turn will delaY' their climb and turn until the other echelon crosses them, 

The)" will tl1en climb on the outside of th e tum in trail. 

6. 'rraffic pattern will be either a downwind recovery or normal traff1, 

pattern. 

5-60. IFR Formation Procedurell: 

a. In order to maintain the required formation integritY' during aerial spray , 
operations, 1~e following weather penetration procedures should be used. It is 

the responsibility of the lead pilot to insure that all aircraft in the formation 

have safe Ilel~ration dist~ce from all other aircraft. 

b. Tak~lCIff and Climb. Takeoff interval will be increased to Ii. minimum of 30 

seconds. All. aircraft will hold runway heading for one mnute and 30 seconds after 

brake release before starting turn. Lead will turn to and maintain the briefed 

heading, climbing at 125 KIAS. Number two will turn 20 degrees to the right of the 

base heading, and after holding this heading for one minute, return to the briefed 
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base hec<ding. Number three will turn 20 degrees t.{l the left of t.1l!,: base heading 
and after hold.ing for one minute, rt'turn to the briefed base ·heauilig. NclmbE:r four 
will turn 1.0 degrees right of the base heading, number five wiLl turn 1.0 ((egr""'3 
left, number six 60 degrees right and number seven 60 degrees le£t. Each au'"raft 
will hold the heading for one minute before returning to the briefed base headingo 
After all aircraft in the formation have reached on-top, the formation wi.ll z'ejoill 
in the briefed en route formation. 

Climbs and Degc!qts: 

c. Lead will call base heading and airspeed for the weather penetration before 
giving the corder to assume weather penetr",tion formation. Wingm,m wIll follow basic-ally the' same procedures used after takeoff. Lead will fly base heading, number two will turn 20 degrees rig/lt, number three 20 degrees left, number four 40 degrees 
right, number five 40 degrees left, number six 60 degrees right, and number seven 
60 degrees left. Number two thru seven will hold their heading for one minute and 
then return to the base heading. The entire formation will maintain the Sllllle lAS 
as lead. Lead will Qvis" the .foI'lll8.tion of climbs or de.;cen ts, but. will make no 
turns unt,il the entire flight is VFR 

Enroute : 

d. A narrow band of Weather in which no truns will be made can be penetrat,ed 
using procedures outlined for climbs and descents; however, if the l'onnat,ion wiD 

.. e t~~e or if turns will be required, altitude separati.m:o l"M\Ilb ~n w(;rdhel' lor som ~u, 
... ·h 'n""'en to cl:iJnb individually In this case, lead will call for v e w~,~, must be acquired. 

t
' Lead will instruct the last airplane in the starting at be rear of the foI'lll8. ~on, 

formation to climb to an altitude 
tha t will allow all aircraft in the formation to 

maintain 500 feet separation. 
One minute later 

lead will Jistruct the next aircraft 

th next aircraft climbs for one minute, e to sta.rt climb. As each succeeding aircra.ft 
A formation of four is flying at 3000 feet. will begin climb. Eemple: 

At lead's 

II -------_ ..... --_. -------_._----------_. 
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COllQll&nd number four will begin a cl:lmb to 4500 feet. Arter number four has 
cl:lmbed f6r one minute, lead will instruct number three to cl:lmb to 4000 feet. 
After numbel' three has cl:lmbed for one minute, number two will be instructed to 
cl:lmb to 3500 feet. All aircraft will use METO power and 125 KIAS while climbing. 
Recover:: 

e. If an lFR recovel'J" is necessal'J", the fornation will be held in VFR 
conditions and individual clearances obtained for each aircraft. 

f. It should be undel'stood that these procedures are not designed to provide 
separation between aircraft during prolonged instrument flight. lfuen it is 

necess&l'J" fo..:r the formation to f4 in instrument calditions for prolonged periods 
of time, the fOl:'lllltion Will be broken up in VFR comitions and individual clearances 
will be obtained for each aircraft. The lead pilot will decide if the weather 

conditions r~lquire this procedures. 

.. 
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